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§95.627

§95.627 FRS unit channel frequencies.

(@) The FRS unit channel frequencies
are:

Channel No. (MHz)

........ . 462.5625
462.5875
462.6125
462.6375
462.6625
462.6875
462.7125
467.5625
467.5875
467.6125
467.6375
467.6625
. . 467.6875
........ . 467.7125
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(b) Each FRS unit must be main-
tained within a frequency tolerance of
0.00025%.

[61 FR 28769, June 6, 1996]

§95.629 LPRS transmitter frequencies.

(a) LPRS transmitters may operate
on any frequency listed in paragraphs
(b), (c), and (d) of this section. Chan-
nels 19, 20, 50, and 151-160 are available
exclusively for law enforcement track-
ing purposes. AMTS transmissions are
limited to the 216.750-217.000 MHz band
for low power point-to-point network
control communications by AMTS
coast stations. Other AMTS trans-
missions in the 216-217 MHz band are
prohibited.

(b) Standard band channels. (1) The
following table indicates standard band
frequencies. The channel bandwidth is
25 kHz.

Center fre-
Channel No. quency
(MHz)

216.0125
216.0375
216.0625
216.0875
216.1125
216.1375
216.1625
216.1875
216.2125
216.2375
216.2625
216.2875
216.3125
216.3375
216.3625
216.3875
216.4125
216.4375
216.4625
216.4875
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Center fre-
Channel No. quency
(MHz)

....... 216.5125
....... 216.5375
....... 216.5625
....... 216.5875
....... 216.6125
....... 216.6375
....... 216.6625
....... 216.6875
....... 216.7125
....... 216.7375
....... 216.7625
....... 216.7875
....... 216.8125
....... 216.8375
....... 216.8625
....... 216.8875
....... 216.9125
....... 216.9375
....... 216.9625
....... 216.9875

(2) LPRS transmitters operating on
standard band channels must be main-
tained within a frequency stability of
50 parts per million.

(c) Extra band channels. (1) The fol-
lowing table indicates extra band fre-
quencies. The channel bandwidth is 50
kHz.

Center fre-
Channel No. quency
(MHz)

....... 216.025
....... 216.075
....... 216.125
....... 216.175
....... 216.225
....... 216.275
....... 216.325
....... 216.375
....... 216.425
....... 216.475
....... 216.525
....... 216.575
....... 216.625
....... 216.675
....... 216.725
....... 216.775
....... 216.825
....... 216.875
....... 216.925
....... 216.975

(2) LPRS transmitters operating on
extra band channels must be main-
tained within a frequency stability of
50 parts per million.

(d) Narrowband channels. (1) The fol-
lowing table indicates narrowband fre-
quencies. The channel bandwidth is 5
kHz and the authorized bandwidth is 4
kHz.

560



Federal Communications Commission §95.629
Center fre- Center fre-

Channel No. quency Channel No. quency

(MHz) (MHz)
216.0025 133 ... 216.3625
216.0075 134 216.3675
216.0125 135 ... 216.3725
216.0175 136 ... 216.3775
216.0225 137 216.3825
216.0275 138 216.3875
216.0325 139 ... 216.3925
216.0375 140 ... 216.3975
216.0425 141 216.4025
216.0475 142 216.4075
216.0525 143 216.4125
216.0575 144 216.4175
216.0625 145 216.4225
216.0675 146 216.4275
216.0725 147 216.4325
216.0775 148 216.4375
216.0825 149 216.4425
216.0875 150 .... 216.4475
216.0925 151 ... 216.4525
216.0975 152 216.4575
216.1025 153 216.4625
216.1075 154 ... 216.4675
216.1125 155 ... 216.4725
216.1175 156 216.4775
216.1225 157 216.4825
216.1275 158 216.4875
216.1325 159 216.4925
216.1375 160 216.4975
216.1425 161 ... 216.5025
216.1475 162 ... 216.5075
216.1525 163 216.5125
216.1575 164 216.5175
216.1625 165 ... 216.5225
216.1675 166 .... 216.5275
216.1725 167 216.5325
216.1775 168 216.5375
216.1825 169 216.5425
216.1875 170 216.5475
216.1925 171 216.5525
216.1975 172 216.5575
216.2025 173 216.5625
216.2075 174 216.5675
216.2125 175 216.5725
. 216.2175 176 ... 216.5775
105 .. 216.2225 177 ... 216.5825
106 216.2275 178 216.5875
107 216.2325 179 216.5925
108 .. 216.2375 180 .... 216.5975
109 .. 216.2425 181 ... 216.6025
110 216.2475 182 216.6075
111 216.2525 183 216.6125
112 216.2575 184 216.6175
113 216.2625 185 216.6225
114 216.2675 186 216.6275
115 216.2725 187 216.6325
116 216.2775 188 216.6375
117 216.2825 189 216.6425
118 216.2875 190 216.6475
119 .. 216.2925 191 ... 216.6525
120 .. 216.2975 192 ... 216.6575
121 216.3025 193 216.6625
122 216.3075 194 216.6675
123 . 216.3125 195 ... 216.6725
124 .. 216.3175 196 ... 216.6775
125 216.3225 197 216.6825
126 216.3275 198 216.6875
127 216.3325 199 216.6925
128 216.3375 200 216.6975
129 216.3425 201 216.7025
130 .. 216.3475 202 ... 216.7075
131 .. 216.3525 203 ... 216.7125
132 .. 216.3575 204 ... 216.7175
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§95.631

Center fre-
quency
(MHz)

Channel No.

216.7225
216.7275
216.7325
216.7375
216.7425
216.7475
216.7525
216.7575
216.7625
216.7675
216.7725
216.7775
216.7825
216.7875
216.7925
216.7975
216.8025
216.8075
216.8125
216.8175
216.8225
216.8275
216.8325
216.8375
216.8425
216.8475
216.8525
216.8575
216.8625
216.8675
216.8725
216.8775
216.8825
216.8875
216.8925
216.8975
216.9025
216.9075
216.9125
216.9175
216.9225
216.9275
216.9325
216.9375
216.9425
216.9475
216.9525
216.9575
216.9625
216.9675
216.9725
216.9775
216.9825
216.9875
216.9925
216.9975

(2) LPRS transmitters operating on
narrowband channels must be main-
tained within a frequency stability of
1.5 parts per million.

[61 FR 46567, Sept. 4, 1996]

§95.631 Emission types.

(@) A GMRS transmitter must trans-
mit only emission types AlD, FI1D,
G1D, H1D, J1D, R1D, A3E, F3E, G3E,
H3E, J3E or R3E. A non-voice emission

47 CFR Ch. | (10-1-98 Edition)

is limited to selective calling or tone-
operated squelch tones to establish or
continue voice communications. See
§95.181 (g) and (h).

(b) An R/C transmitter may transmit
any appropriate non-voice emission
which meets the emission limitations
of §95.633.

(c) A CB transmitter may transmit
only emission types AlD, H1D, JiD,
R1D, A3E, H3E, J3E, R3E. A non-voice
emission is limited to selective calling
or tone-operated squelch tones to es-
tablish or continue voice communica-
tions. See §95.412 (b) and (c).

(d) An FRS unit may transmit only
emission type F3E. A non-voice emis-
sion is limited to selective calling or
tone-operated squelch tones to estab-
lish or continue voice communications.

(e) No GMRS or CB transmitter shall
employ a digital modulation or emis-
sion.

(f) No GMRS, CB or R/C transmitter
shall transmit non-voice data.

(g) An LPRS station may transmit
any emission type appropriate for com-
munications in this service. Two-way
voice communications, however, are
prohibited.

[53 FR 36789, Sept. 22, 1988. Redesignated and
amended at 61 FR 28769, June 6, 1996, and fur-
ther redesignated and amended at 61 FR
46567, 46568, Sept. 4, 1996]

§95.633 Emission bandwidth.

(a) The authorized bandwidth (maxi-
mum permissible bandwidth of a trans-
mission) for emission type H1D, J1D,
R1D, H3E, J3E or R3E is 4 kHz. The au-
thorized bandwidth for emission type
AlD or A3E is 8 kHz. The authorized
bandwidth for emission type F1D, G1D,
F3E or G3E is 20 kHz.

(b) The authorized bandwidth for any
emission type transmitted by an R/C
transmitter is 8 kHz.

(c) The authorized bandwidth for
emission type F3E transmitted by a
FRS unit is 12.5 kHz.

(d) For transmitters in the LPRS:

(1) The authorized bandwidth for
narrowband frequencies is 4 kHz and
the channel bandwidth is 5 kHz

(2) The channel bandwidth for stand-
ard band frequencies is 25 kHz.

(3) The channel bandwidth for extra
band frequencies is 50 kHz.
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